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1.0 Introduction

Purpose

To provide instructions and a checklist for the safe testing of the laser interlock systems.

Scope

This procedure applies to operation of the Laser Interlock System at location listed above.

This test procedure shall be performed annually after the last test, upon critical equipment failure, or re-initialization after a prolonged period of disuse.

Responsible Party

It is the responsibility of the Activity Lead to ensure the operational interlock test is performed.  The actual performance needs to be conducted by a user listed on the WPC Activity.

Instructions
A copy of this test will be available for review and shall be placed in the interlock binder or uploaded in the WPC Activity.

Observations of off-normal operation must be documented in the section titled Records and Reports.

Follow up action is required if an indication of a system or component failure is observed.  This may include submitting a work request and contacting the Laser Safety Officer.  An indicator of a resolution to the problem will be documented in the section titled Records and Reports..

2.0 Prerequisite Actions

	
	Initials

	Activate the interlock system and reset the interlocks.
	

	Verify the operational condition of the laser.
	

	Notify all affected personnel that the unit under test is unavailable until testing is complete.
	


3.0 Laser Interlock Test
	
	Initials

	Verify that the warning light located outside at the entrance door is LIT.
	

	Turn on the laser power supplies.
	

	List all lasers and check each one.
	

	
	

	
	

	
	

	
	

	Enter the keypad code, open the door and verify that the door interlock is bypassed.
	

	Push the inside bypass button, open the door and verify that the door interlock is bypassed.
	

	Hold the door open while the door is bypassed until the bypass timer expires and verify that all laser power supplies are inhibited.
	

	List all lasers and check each one.
	

	
	

	
	

	
	

	
	

	Verify that the warning light located outside at the entrance door is NOT LIT.
	

	Re-enable the interlock system and verify that the exterior warning light is illuminated.
	

	Turn on the laser power supplies.
	

	Push the Emergency Off Button and verify that all laser power supplies are inhibited.
	

	List all lasers and check each one.
	

	
	

	
	

	
	

	
	

	Verify that the warning light located outside at the entrance door is NOT LIT.
	


4.0 Records and Reports

Completed By

	
	Signature
	Name (Print)
	Date

	Tester/Operator
	
	
	

	Tester/ Operator
	
	
	


Comments and Issues

